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Introduction Introduction

1. Introduction

The operating procedures and precautions described in this operating manual apply only for use in accordance with
the stipulated purposes. Riken Keiki rejects all liability in cases involving use of the program in ways not described
in this manual.

This operating manual omits descriptions of basic operations like command selection and dialog box settings for

Microsoft Windows 7, Windows 8, and Windows 10. If you are using Windows for the first time, read the Windows
manual and familiarize yourself with basic Windows operations before proceeding.

The example screens shown in this operating manual are for Windows 10.

—— AAWARNING

The CD on which this program is provided is a CD-ROM.
Do not attempt to play this CD on a regular audio CD player.
High audio volumes may damage your ears or speakers.

CAUTION
Requires pointing device.
This software requires the use of a pointing device such as a mouse or touchpad.

It cannot be used with a keyboard alone.

1-1. Software purpose and features

This software program is designed to import data collected using the data logger function of the 04 Series into a PC
for various purposes.
Importing data collected using the data logger function into a PC offers the following benefits:
+  Allows collected data to be listed.

Allows collected data details to be displayed in graph or table form for review.

Allows graph and table data to be printed and stored as hard copies.

Allows past data to be recorded.

Eliminates the need to write down data on paper by hand.

Simplifies the management of multiple devices.

NOTE

@ Unauthorized reprinting or reproduction of the contents of this document in part or in whole is strictly
prohibited, unless otherwise stipulated by law.

@ The contents of this document are subject to change without notice to allow product improvements.

@ The user must accept the separately provided Software License Agreement before using this product.
Opening the product package constitutes consent to the terms of the license agreement.

@ Use this software solely for the intended purpose. Modifying the product or using the product in a manner
departing from this manual may affect product safety and quality. Riken Keiki rejects all liability for any
incidents or damages arising from failure to observe the warnings indicated above.

(c) Copyright 2019 Riken Keiki Co., Ltd. All rights reserved.
Riken Keiki Co., Ltd. owns the copyright to this software.

Microsoft Windows 7, Microsoft Windows 8, and Microsoft Windows 10 are registered trademarks of
Microsoft Corporation in the US and other countries.
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Installing and Uninstalling Installing and Uninstalling

2. Installing and Uninstalling

2-1. Operating environment precautions

This program is compatible with Microsoft Windows 7, Microsoft Windows 8, and Microsoft Windows 10. The
program is not compatible with other operating systems.

This program requires up to approximately 40 MB of free hard disk space to install. It may require additional space,
depending on the number of data samples. Make sure sufficient disk space is available.

CAUTION

Precautions regarding handling of the CD-ROM
1. CD-ROM storage

Do not store in locations subject to direct sunlight or high temperatures and humidity.
2. CD-ROM drive type

Do not insert into slot-loading CD-ROM drives.

The label on the CD-ROM may prevent the CD-ROM from ejecting properly.

Load the CD-ROM into a tray-loading CD-ROM drive.

2-2. Installing the software

Insert the install CD containing this program into the CD-ROM drive of your PC. The installation screen will appear
automatically after a short while.

Do the following if the PC does not support automatic CD-ROM startup:

1. Open the CD-ROM drive in Explorer.

2. Double-click on the file “setup.exe”.

4749



Installing and Uninstalling Installing and Uninstalling

2-3. Installation procedure

® Launch setup The following screen will appear after you insert the CD-ROM and double-click on
setup.exe.

ﬂ (4-5eries - InstallShield Wizard =

Welcome to the InstallShield Wizard for
04-Series

| The InstallShield(R) Wizard will install 04-5eries on your
. computer. To continue, dick Next.

WARNING: This program is protected by copyright law and
international treaties.

Click the “Next” button.

® Accept license The following screen will appear:
agreement
9 ﬂ 04-5eries - InstallShield Wizard

License Agreement

Pleaze read the following license agreement carefully.

RIKEN KEIKI CO., LTD SOFTWARE LICENSE AGREEMENT ~

FLEASE READ THIS SOFTWARE LICENSE AGREEMENT “LICEWSE™ CAREFULLY
BEFORE USING THE SOFTWARE. BY USING THE SOFTWARE ¥OU ARE
AGREEING TO BE BOUWD BY THE TERMs OF THIG LICENSE. IF YOU DO
[NOT AGREE TO THE TERMS OF THIS LICEWSE, DO NOT USE THE RIKEN
KEIKI SOFTWARE &ND (IF APPLICABLE) RETURW THE SOFTWARE TO THE
PUYCHASE LOCATION.

(®)1 accept the terms in the license agreement

(") do not accept the terms in the license agreement

Installshield

< Back I Mext = I Cancel

To install the software, click the “Next” button. To abort the process, click the “Cancel”
button.

CAUTION: Make sure you have read and fully understand the terms of the software
license agreement before installing the software.
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Installing and Uninstalling

® User information

® Destination folder

Click the “Next” button to display the following screen:

Installing and Uninstalling

ﬂ (4-5eries - InstallShield Wizard =

Customer Information

Flease enter your information.

User Mame:
l."'.l'ir'ldcl'i".'ﬂ Lizer

Qrganization:

InstallShield

| < Back Mext = Caniel

Enter the user information, then click the “Next” button.

#2 04-Series - InstallShield Wizard
Destination Folder
Click Mext to install to this folder, ar dick Change to install to a differ
Install 04-Series to:
. = Change .........
Installshield
<Back || MNext> | | Cancel

To install in this folder, click the “Next” button. To install in a different folder, click the
“Change...” button.
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Installing and Uninstalling Installing and Uninstalling

® Start setup #2 04-Series - InstallShield Wizard X

Ready to Install the Program
The wizard is ready to begin installation,

If you want to review or change any of your installation settings, didk Badk. Click Cancel to
exit the wizard.

Current Settings:

Setup Type:
Typical
Destination Faolder:

C:\Program Files (x86)\04-5Series),

IUser Information:
Mame: Windows User

Company:

Installshield

. <Back | Gmstal || cancel

Click the “Install” button to begin installing.
* The user account control screen is displayed. Click “Yes”.

® Complete The following screen will appear once setup is complete:

jﬂ (d4-Series - InstallShield Wizard pod

InstaliShield Wizard Completed

The InstallShield Wizard has successfully installed 04-Series.
Click Finish to exit the wizard.

Click “Finish” to complete the setup.
The program can be used as soon as setup is complete.

7149



Installing and Uninstalling Installing and Uninstalling

CAUTION

Saving past data before reinstalling
Note the following points if reinstalling the program:

1. Uninstall the program before reinstalling.

2. If the program is uninstalled after use, certain files will remain undeleted. One such file is the “GP04.mdb”
database file. If you wish to save past data, save this file to another location before deleting the folder.

CAUTION

Installation precautions

This software requires libraries for various drivers for the Windows system. Installing the software
automatically initiates the process required to incorporate these libraries.

You will be asked to install system libraries with administrator privileges.

When prompted, log in as an administrator and install the system libraries.

You will then be asked to restart Windows. When Windows restarts, log in once again as a general user, then
install the application.

(To install the libraries and the application, simply launch setup.exe on the CD-ROM. Administrator privileges
are required only if the necessary libraries are not present in the system folder.)

Using with a network connection
Check the following before installing on a PC connected to a network:

IrDA communication uses certain TCP/IP-based technology (communication technology used in the Internet,
etc.) and uses a special communication group and IP address.

For this reason, communications may be blocked in certain cases by strong Internet security software.

Where possible, run the software on a PC not connected to a network.
If use on a PC connected to a network is unavoidable, carefully assess the security settings before use.
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Installing and Uninstalling

Installing and Uninstalling

2-4. Uninstallation procedure

@ Startup

To uninstall the software, click “Start” on the taskbar, click “Settings”, and launch the

Control Panel.

Control Panel (example)

Windows Settings

| l"il’ii%ﬁ\'] |

S

System Devices Network & Internet
Display, notifications, apps Bluetooth, printers, mouse Wi-Fi, airplane mode, VPN
power
il
-
\_ 7
- -
Accounts Time & language Ease of Access
Your accounts, email, sync Speech, region, date Narrator, magnifier, high
work, family contrast

Windows isn’t activated. Activate Windows now.

i\

Personalization
Background, lock screen,

colors

-

Privacy

Location, camera

Click to open “System” in the Control Panel.

CAUTION: The procedure and screen contents may differ depending on the Windows

version.
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Installing and Uninstalling Installing and Uninstalling

® Select 04 Series

@ Start deletion

Clicking “System” opens the following window:
Settings — ] b

% Home Apps & features

Manage optional features

| Find a setting £

Search, sort, and filter by drive. If you would like to uninstall or

Sl move an app, select it from the list.
&1 Display | Search this list D
| §=+ Sort by name v |

Apps & features

| Eﬁ Show content from all drives  ~~ |

5 Default apps
04-Series 77.4 MB
[ Notifications & actions 8/2/2019
() Power & sleep 3D Builder 16.0 KB
Microsoft Corporation 3/25/2019
= Battery Alarms & Clock 16.0 KB
Microsoft Corporation 3472019
== Storage
App Installer 16.0 KB
M Offline maps Microsoft Corporation 1/4/2016
E Calculator 16.0 KB
L8 Tablet mode Microsoft Corporation 3/25/2019

Click “04-Series”.

Settings = O X
& Home Apps & features
| Find a setting o Manage optional features
Search, sort, and filter by drive. If you would like to uninstall or
System B .
- move an app, select it from the list.
[ Display | Search this list £
- | =+ Sort by name ~ |
I £=  Apps & features
| Ei? Show content fror : . I : i
85 Default apps This app and its related info will be
uninstalled.

04-Series

[ Notifications & actions Uninstall
I

O Power &sleep Modify Uninstall
= Battery 3D Builder 16.0 KB

Microsoft Corporation 3/25/2019
== Storage

@ Alarms & Clock 16.0 KB

0 Offline maps Microsoft Corporation 3/4/2019

App Installer 16.0 KB
L8 Tablet mode Microsoft Corporation 11/4/2016

Click “Uninstall” to display the confirmation screen.
Click “Uninstall” on the confirmation screen.

* The user account control screen is displayed. Click “Yes”.
CAUTION: The message “Do you want to remove the shared file?” may appear when
uninstalling. Select “No”. Selecting “Yes” may affect other applications.
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3. Operating Procedures
Start the program by clicking the “04-Series” shortcut on the desktop or by clicking “04-Series” on the Start menu.

3-1. Download screen

The Download screen follows the splash screen.

Current screen name

/ / ® Receiving data from the 04 Series.
u 04-5: ~ Data Logger Management P

Downg
Status Autg

. Serial Port . Connect Automatic Download
™ Automnat

@ Switching — O X
processing

Download State

- N NN M M M NN M EEE EEN MEN M MEN M M M M M . Download Commands

Information area
Displays the communication status.
(Within broken line)

i

Information

® Receiving
device

information data wer Of
R [ ar— = i

Last Calibration

- e o e e
——
o
[
=
o

® Receiving device information data
S ® Downloading data =t
® Downloading all data
Serial No.(20 Characters) ® Clearing 04 Series main unit data jl
Station ID (16 Characters) ® Turning off power for the 04 Series
UserID (16 Characters) [ | main unit Exit

Screen selection and program exit
buttons

To start data communication, place the 04 Series main unit in a suitable location, launch this program, and turn on
power for the main unit. The program will automatically determine whether communication is possible; if so, it will
enter reception standby mode.
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Operating Procedures Operating Procedures

(D Receiving data from the 04 Series

@ Main unit 1. Start this software.
preparation 2. Place the 04 Series main unit in a location where communication is possible, after
turning off the power for the main unit.

3. Turn on the power for the 04 Series main unit.

CAUTION: Be sure to place the 04 Series main unit in a location where communication is
possible before turning on the power.
Connection cannot be made if moved to a location where communication is
possible with the power already on.

The LCD on the 04 Series main unit will appear as shown on IrdA
the right. — r
(This may be somewhat difficult to read due to the display TRANS
limitations of the 04 Series LCD.)
The information area displays the following information:
B 04-Series - Data Logger Management Program [P.No.06134] = [} X
Download
[ Stat Aut tic Mod |
.aSueSrial Port @ Connect [_u z$2r:atigDeownloa

Download State Download

04-Series ...Connection Successful. ~Download Commands ;
\ Complete Download H
| t

Indicates connection with Information
the main unit. Instrument Information

e -

The “Complete Download”, “Instrument ; : Data
Information”, and “Power Off” buttons are

enabled. . ¢ Dat

LastCalibration

i

Set

Power Off

Instrument

Serial No.(20 Characters) ﬂ

Station ID (16 Characters)
User ID (16 Characters) Exit

CAUTION: If the details shown in the information area differ from those shown here,
power off the 04 Series main unit and check and change the location of the
main unit before turning on the power once again.

The “Status” area changes to indicate communication is possible.

Download
Status
© serialPort @ Connect

Serial Port:
Communication possible: Green The PC port is available for use.
Communication not possible: Red

Connect:
Standby: Gray
Communicating: Green
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(@ Receiving device information data

@ Receive device First, click the “Instrument Information” button in the window on the previous page to
information receive device information data.
Download

Now Downloading

An animated display will appear while data is being received.

Once the “Instrument Information” data is received, the details shown in the “Instrument”
area below will be updated, and the “Download Logger Data” and “Clear Logger Data” buttons
will be enabled.

Instrument

i Updated to show
details of the 04
Serial No.(20 Characters) | Series main unit

Station ID (16 Characters) |-
UserID (16 Characters) |

Download Commands

Complete Download

The “Download Logger Data” and

. “Clear Logger Data” buttons are
Instrument Information

enabled.
Download Logger Data y
Clear Logger Data
Power Off
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@ Downloading data

® Trend data After clicking the “Instrument Information” button and downloading the device information
® Event data data, the “Download Logger Data” button is enabled. The “Download Logger Data” button
allows trend data and event data to be downloaded.

Click the “Download Logger Data” button.

a 04-Series - Data Logger Management Program [P.N0.06134] - m} X
Download
Status —Automatic Mode )
(. Serial Port . Connect [~ Automatic Download %ﬂ%
| T~ Automat ata Remova
Download State Download
04-Series ...Connection Successful. Download Commands
04 stument Information Download
stument Information Download Complete Complete Download
Instrument Information
/ Download Logger Data Data
Click.
—
Clear Logger Data
Last Calibration
Power Off
Instrument | Set
Serial No.(20 Characters) ﬂ
Station ID (16 Characters) j}——mmF——
User ID (16 Characters) Exit

The information area displays the data receiving status.

CAUTION: Other download buttons and the “Set” button are disabled while data is being
downloaded, as access to other data is not permitted.
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Operating Procedures

@ Downloading all main unit data

® All data

Clicking the “Complete Download” button downloads all data, including “Instrument
Information”, “Interval Trend”, “Alarm Trend”, “Alarm Events”, “Trouble Events”, and
“Power ON/OFF Events” data.

Click the “Complete Download” button.

Download

a 04-Series - Data Logger Management Program [P.No.06134]

Status
(. Serial Port @ Connect

Download State

~Automatic Mode
[~ AutomaticDownload

| I” Automatic Data Removal

04-Series ...Connection Successful.
04-Series Instrument Information Dow
04-Series Instrument Information Do

/nload

04-Series Instrument Information Dow d
04-Series Instrument Information Download

val Trend Update Data
04-Series Interval Trend Download Complete

04-Series Alarm Trend Download
04-Series Alarm Trend No Data.

04-Series Alarm Events Download
04-Series Alarm Events No Data

04-Series Trouble Events Download
04-Series Trouble Evenis No Data.

oad Complete

Click. |’

Instrument

Serial No.(20 Characters)

Station ID (16 Characters)

User ID (16 Characters)

Complete Download
i

rDownload Commands ——————————————

=

Instrument Information

Download Logger Data

Clear Logger Data

Power Off

Fastoaliiration

i

Set

e

Exit

The information area displays the data receiving status.

CAUTION: Other download buttons and the “Set” button are disabled while data is being
downloaded, as access to other data is not permitted.
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® Clearing 04 Series main unit data

® Clear data Clicking the “Clear Logger Data” button clears all data inside the 04 Series.

Click the “Clear Logger Data” button.

Legger Data Clear

v 04-5enies Data clear

_,-'I Ready?

Yes Mo

Click “Yes” to begin clearing the data.
Once cleared, data cannot be restored. Store required data before clearing.

® Turning off power for the 04 Series main unit

® Power off Clicking the “Power Off” button turns off the power for the 04 Series main unit and resets
the PC serial port.

1. Click the “Power Off” button.

Power off

| 04-5eries Power off and Serial port off line.
' Ready?

Yes Mo

Click “Yes” to begin powering off the 04 Series main unit and to reset the PC serial port
before switching to standby to await data from the main unit.
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(@ Switching to automatic processing

©® Automatic 1. Click to select the “Automatic Download” checkbox. (The screen here shows the
download mode checkbox before it is selected.)

Automatic Mode
. ic Dow

Automatic Load

' ~ ) Select automatic load mode.
‘€Y' Caution! Download commands are not active.

Yes No

Click “Yes” to switch to automatic processing and to download data from the main unit
automatically when communication is performed next.
Click “No” to cancel the mode change.

When automatic downloading is selected, the PC will automatically download all data
when the 04 Series main unit is powered on. The 04 Series main unit will then power off.

Data cannot be downloaded manually while automatic processing is underway.

@ Automatic deletion | Automatic processing can be configured to automatically delete downloaded data after it is
after downloading downloaded.

1. Click to select the “Automatic Data Removal” checkbox.

Automatic Mode
[v Automatic Download

= atic Data Removal:

Auto data Removal.

|" -~ ) Remove Data after download.
€Y Ready?

Yes No

Click “Yes” to automatically delete data inside the 04 Series after all data is downloaded.

* This reduces download times when repeating the Download — Delete — Download
procedure several times.
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3-2. Instrument Information screen

Click the “Instrument Information” button on the right-hand side of the screen to display the following screen. This

screen lists device information data for the connected 04 Series main unit.

@ Data source

i

Serial No. (20 Characters)
——

Station ID (16 Characters)
IS ID 001

User ID (16 Characters)
jU ID 001

information ihrati i
o Status information | | %g::g?g:f" history 1 | Click this button.
B 04-Series Logger Manag /ﬁm_ —\ ‘— O X
- Instrument Information [Conn \V/
- 04-Series Status . SRR
Calibration History %
Gas CalibDate | Before | After | ACal. | Cal.Due(Days)
CO(2000ppm) | 11172018 0 0 50 _ S
= — — == =

Last Bump Test
Gas Bump TestDate | TestResult | Concentration mp TestDue(Da
CO(2000ppm) | 1/1/2018 0 0
— — — — — S

Last Calibration
Warning and Alarm point
Gas Waming |  Alarm AlarmH | STEL TWA l"r
C0(2000ppm) 25 50 50 200 25

i, — — — — Set

@® Alarm setpoints i
Exit

Activ

Go to §

CAUTION: This screen is read-only. Data cannot be edited on this screen. — See 3-6. Set screen.
No data is displayed unless “Instrument Information” data is downloaded.
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(D Data source information
® Data source The indication will be “{Connected]” if information for the connected gas monitor main unit
information is displayed.

Instrument Information [Connected]
04-Series Status

G
CO(201

==
Serial Mo. (20 Characters) —

—

(2 Status information

® Information details 04-Series Status

Serial Mo. (20 Characters)
I

Station ID (16 Characters)
IS ID 001

ser|D (16 Characters)
U 1D 001

Displays the “Serial No.”, Station ID”, and “User ID” stored inside the main unit.
CAUTION: These boxes are read-only and cannot be edited.
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@ Calibration history information

® Calibration history Calibration History
details Gas Calib Date Before | After | ACal | CalDue(Days)
CO(2000ppm) | 1/1/2018 0 0 s0 [
Details:
Gas Target gas name (full scale)
Calib.Date Date of last calibration
Before Concentration before last calibration
After Concentration/calibration failure after last calibration
A. Cal. Automatic calibration concentration

® Bump test history

Cal.Due(Days)

Warranty period for uncalibrated state (A warning is displayed in
red if the calibration has expired.)

. Last Bump Test

details Gas Bump Test Date TestResult | Concentration mp Test Due(Da
CO(2000ppm) | 1/1/2018 0 0 . Now
Details:
Gas Target gas name (full scale)
Bump Test Date of last bump test
Date
Test Result Concentration result for last bump test
Concentration Calibration gas concentration for last bump test
Bump Test Warranty period for non-bump tested state (A warning is displayed in
Due(Days) red if the warranty has expired.)

@ Alarm setpoints

® Details Warning and Alarm point

Gas Warning Alarm AlarmH STEL TWA

C0(2000ppm) 25 50 50 200 25
Details:
Gas Target gas name (full scale)
Warning 1st alarm setpoint concentration
Alarm 2nd alarm setpoint concentration
AlarmH 3rd alarm setpoint concentration
STEL STEL alarm setpoint concentration
TWA TWA alarm setpoint concentration
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3-3. Data screen

Click the “Data” button on the right-hand side of the screen to display the following screen. This screen lists the
downloaded data.

Lists the folder data contents.
@ Deleting data

B 04-Series -Mer Management Program [P.N| © Viewing data details —
- Data / //

® Deleting data Click this button.

1/ \
B 04-Series Name | A(SerialNo | StationID | UserlD | DateTime A\
e — iv0510473... .. 7/5/2019 10:47
= _j'_ & Download
- — &ivoswseo.“ .. 7/512019 10:56
=-[27 o7ne &ivO511033..‘ .. 7/5/2019 11:03
£ Y Interval Trend Emsnwz... . $_D_0.. U_ID_.. 7/5/201911:10
:] Alarm Trend &ivos11522... —... S_ID_0.. U_ID_.. 7/5/201911:52
=] 0819 &ivosﬂsaz... ————. SUD_0.. U_ID_.. 7/5/201911:53
~__] Interval Trend E—:ivos12521“. ——— . SD_0.. U_D_. 7/5201912:52
E—. normae oo ~ -~ o e —~r—tmn s e ...V Da(a
< >
Property ' Value ~
e iV05105602_ e fact
© Summary L Sampling Date/Time | 7/5/2019 10:56:02 AM to 7/5/2019 10:57:36 AM Calibration
display area : _—
P 1}
Data Count ‘ 30 Set
Interval Time (sec) Y10
Gas(FullScale) CO(2000ppm) —(—) Temperature
AVg ‘ 20 ppm —_— ARRRR ﬂ
7 Max 50 ppm —— AERER
p- Serlal NO. M Maba Minan ATINE AN.CE.AN ERXRR Y Ex]t
[~ Station ID < >
[~ UserlD
View Data
/1
I/
/

@ Viewing data details

This screen can be used in the same way as Windows Explorer. However, the following operations are not
available:

1. Renaming data
2. Moving data to other locations
The Explorer-style folders are displayed hierarchically in order of serial number, station ID, and user ID.

The folder and data names have the following formats:
Folder name: 03/11 = Data for March 2011

File name: 22111930_3EB = Interval trend for 11:19:30 on 22nd (date and time of logging start)
al26150419_3EB = Alarm trend for 15:04:19 on 26th (date and time of alarm occurrence)

The number of data samples allowed in each folder is limited by the PC’ s hard disk capacity. To maintain
acceptable response times, you should back up data files. For more information, refer to 4. Data Maintenance.
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@ Deleting data

® Delete

® Password input

Operating Procedures

1. Click and select the data (folder) you want to delete.
2. Right-click without moving the mouse.

Name | SerialNo | StationlD | UserID | Date/Time ~
iv05104738 .. 2019/07/05 10:47:3
Click.  1/07/05 10:56:0
Delete |
aivUSHLW._ 2019/07/05 11:03:3
Eivﬂﬁﬂlﬂ%;—... --------- . SID_001 UID 001 2019507505 11:10:2
Eiv05115226_--“. --------- . SID_oo1 uID_om 2019/07/05 11:52:2

Click “Delete” on the “Delete” menu that appears.

1. Enter the password at the prompt, then click the “Continue” button.

=3 Password X
Please input password.

Continue Change Password
CAUTION: Clicking the “Continue” button without entering a password will cancel the
deletion.

2. The following message will appear when you enter the correct password and click the
“Continue” button:

Delete Sample

&)  Delete sample iv05105602_------------------- .
&Y' Ready?

No |
Click the “Yes” button to delete the data.

Click the “No” button to cancel data deletion.

CAUTION: The default password immediately after installation is “Riken” (not case
sensitive). To learn how to change the password, refer to “3-5. @ Changing

password”.

@ Viewing data details

©® To data details

1. Click the data whose details you wish to view. Confirm that the summary appears in
the summary display area, then click the “View Data” button.

Or:
2. Double-click the data whose details you wish to view.

To learn how to view data details: — Refer to “3-4. Data View screen”.
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@ Summary display area

® Details A summary of the data is displayed if the data selected is normal data.
Interval Trend
Froperty Value ~

Mame V05105602 _.

Sampling Date/Time | 7562019 10:56:02 AM to 7/5/2019 10:57:36 AM

Serial Mo.

Station ID

User D

Data Count 30

Interval Time (sec) |10

Gas(Full3cale) CO2000ppm) —{—) Temperature

Avg 20 ppm B A

Wax 50 ppm _— i

Max Date/Time 0708 10:56:02 — R

erl TEEEE — TEEEE

Min Date/Time il cenee A

Warning 25 ppm e R

f‘!f[Tl 1 EE EET - TR R R

£ >
Name : Data name
Sampling Date/Time : Date and time of measurement start and end
Serial No./Station ID/User ID : 04 Series main unit status
Data Count : Number of data samples
Interval Time (sec) : Sampling interval (seconds)
Gas(FullScale) : Gas (full scale)
Avg : Gas average value

Max : Gas data maximum value
Max Date/Time : Date and time of maximum value detection
Min . Gas data minimum value
Min Date/Time : Date and time of minimum value detection
Warning : 1st alarm setpoint
Alarm : 2nd alarm setpoint
AlarmH : 3rd alarm setpoint
STEL : STEL alarm setpoint
TWA : TWA alarm setpoint
Alarm Events
DateTime Giaz Event

290728 13521 GO0 0 0pp m) it R MIMG

29507524 183515 | COC2000ppm) Wt R MIMG

2019507524 183502 | COC2000ppm) Wt R MIMG

201940724 173444 [ COC2000ppm) @ R MING

201940724 173441 | CO2000ppm) WARMNING

201940724 1734631 [ COC2000ppm) WARNING

201940724 173417 [ COC2000ppm) WARMNING

20190724 173407 | COC2000ppm) WARMNIMNG

131 Dataz

DateTime : Date and time of event occurrence
Gas : Gas generated
Event : Event type
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Alarm Trend
Property Value

Mame al0s105603_

Alarm Date/Time 71512019 10:56:03 AM

Serial Mo.

Station ID

User D

Data Count 720

Interval Time (sec) |5

Gas(Full3cale) CO2000ppm) —(—) Temperature

Value 50 ppm - 15.6C

Warning 25 ppm B R

Alarm 50 ppm B A

AlarmH 50 ppm e *****

STEL 200 ppm ceeee o

TWA 25 ppm ceeee SR
Name : Data name
Alarm Date/Time : Date and time of alarm occurrence
Serial No./Station ID/User ID : 04 Series main unit status
Data Count : Number of data samples
Interval Time (sec) : Sampling interval
Gas(FullScale) : Gas (full scale)
Value : Concentration at time of alarm occurrence
Warning : 1st alarm setpoint
Alarm : 2nd alarm setpoint
AlarmH : 3rd alarm setpoint
STEL : STEL alarm setpoint
TWA : TWA alarm setpoint

Calibration History

DateTime Gas Before Bfter

2019507705 10:55:19 COC2000ppm) 4fi ppm a0 ppm
____|:___:| __________

2019507506 10:62:44 COC2000ppm) gpptn —
____|:___:| __________

DateTime : Date and time of event occurrence

Gas . Gas

Before . Concentration before calibration

After . Concentration after calibration

Trouble Events

DateTime Giaz/Body Event
2019507405 106726 COC2000pEm) Fail(&ir)
201907705 10:5244 COC2000ppm) Fail(Span)

DateTime : Date and time of event occurrence
Gas/Body : Gas generated or 04 Series main unit
Event : Event type
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Bump Test

DateTime Gas Test Result Concentration Judee
201910510 125 COC2000ppm) 0 ppm 30 ppm FaIl
0195900 125 0240.0%) 8% nn% FaIl
2019/10/10 9:08| CO{2000ppm) 0 ppm 80 ppm FAIL
01959010 9:03 | O 40.0%) MK nn% FaIl

Tatal fi Datasz

< >
DateTime : Date and time of event occurrence
Gas . Gas
Test Result . Test result concentration
Concentration : Calibration gas concentration
Judge : Test assessment
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3-4. Data View screen

This screen displays data details in table and graph format.

® Selecting table or graph

©® Sending to printer

@ Saving to file

® To view data summary at the
same time

T\ [
u Data Logger Management Program [P.No.06134]
- Data nterval Trend) \!
@ Table V " Graph |~ EventOnly |~ Condensed Print Y|  Export Summary Return
No Date/Time CO(2000ppm) | —(—) Temperature
1 |7/52019 10:56:03 AM l_ — —
27152019 10:56:03AM = — —  Download |
3 | 7/5/2019 10:56:03 AW — — 77
4 |7/512019 10:56:07 AW EABARMEN — —
| 5 752019 10:56:07AM SAEARMEN — —_
| 6 | 7/52019 10:56:12AM 43 ppm — 15.6<C
7 752019 10:56:15A0 ENERNINGEN — — Instrument
8 7512019 10:56:15AM [NORMAER — — Information
9 7512019 10:56:19 A0 WARNINGI e —
10 | 7/5/2019 10:56:22 AW 24 ppm — 156 «C
1 752019 105625 A0 [NERNINCHIE — = D
12 7752019 10:56:25AM |NORMADNN — —
| 13 77512019 10:56:31 A INARNINGI — -
| 14| 7/5/2019 10:56:32 AM 24 ppm — 15.6<C Ko
15752019 10:56:33 A NARNINGININNNEN = =
16 7/52019 10:56:33AM [NORMALR — — -
17 | 7/512019 10:56:42 AW 23 ppm = 15.6C
18 | 7/5/2019 10:56:52 A 24 ppm - 15.6«C
19 7552019 10:56:55AM IWARNINGI — — | ot Calbntion
20 |7/512019 10:57:01 AM EINARNINGERN — — ]
21 |7/512019 10:57:01AM [NORMAER — —_
22| 7/5/2019 10:57:02AM 24 ppm — 15.6<C
23 7201 105707 A ARG . - )
24 | 7552019 10:57:11Av  SARNINGER — —
25 |7/512019 10:57:11AM |NORVADNN — — Set
26 | 7/5/2019 10:57:12AM 24 ppm e 15.6C
27 | 7/512019 10:57:22 Al 24 ppm — 156 «C
28 | 7I5/2019 10:57:26 AM — — g
29 | 7/5/2019 10:57:26 AM — —_ —_
30 | 7/5/2019 10:57:32 A 24 ppm — 15.6 «C
Exit

Click to select the checkbox to the left of “Event Only” or “Condensed” to change the display as follows.

[0 Event Only: Displays event data only.

[0 Condensed: Displays only fluctuating sample data.

CAUTION: No graph will be drawn unless there are at least five samples.
The “Alarm Trend” data table highlights the locations of active alarms in red.

The mouse cursor will appear as follows when hovered over “WARNING”, “ALARM”, or “OVER” event data.
Click on the cell here to search for corresponding trend data and to display the data (if any) in a separate window.

E For WARNING, ALARM, and OVER

OVER

Separate window for WARNING, ALARM, and

Click the “Return” button to exit the window.

* The “Alarm Trend” data table highlights the locations of

active alarms in red.
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(@ Selecting table or graph

@ Select graph

1. Select “Graph” of the “Table” and “Graph” radio buttons at the top left of the screen.

[
a 04-Series - Datz Logger Management Select "Gfaph", - [m] X
Data View(Interv;
" Table ¢ Graph Print |  Export Summary | Return |
Data Browse (iv05105602_--—————--——-- ) - Interval Trend Temp. i
20.0
A |E’i
4 Information
Data
10.0
LastCalibration
Set
0 0.0
07/05 10:56:12 07/05 10:56:32 07/05 10:56:52 07/0510:57:32
ppm Sampling Date/Time: 05-Jul-19 10:56:12 to 05-Jul-19 10:57:32 C Exit
v CO2 v Temperaiure
Zoom |4 iz [~ Event [~ Cursor

Various operations are available using the checkboxes and combo boxes at the bottom of

the screen.

v

Zoom |1 ,I

Upper checkboxes (gas names) :

“Zoom” combo box
“Event” checkbox

“Cursor” checkbox

v

[~ Event

[~ Cursor

Display or hide the corresponding gas data.
. Specify a horizontal axis scale factor appropriate for
the number of samples.

: Displays event information markers for alarms and
other events.
: Displays the cursor on the graph.

CAUTION: The maximum value on the vertical axis of the graph is adjusted automatically

based on the following formula:

If the maximum value for data with no events is “x” and the full scale is 10 or

greater:

Ymax = {int (x / 10) + 1} x 10; for full scale under 10: Ymax = {int (x) + 1}
“int”: Decimal values are discarded.

CAUTION:

No graph will be drawn unless there are five or more normal concentration
data samples.

Data consisting only of events cannot be displayed in graph form because they
do not contain concentration information.
The mouse cursor will appear as follows when hovered over “WARNING”,

“ALARM?”, or “OVER” event data. Click here to search for corresponding trend

data and to display the data (if any) in a separate window.

E For WARNING, ALARM, and OVER

and OVER

Separate window for WARNING, ALARM,

Click the “Return” button to exit the

g
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(2 Sending to printer

@ Print Details currently displayed on the Data View screen can be sent to the printer to be
printed.
1. Click “Print” at the top of the screen. - ]
Click “Print”.
a 04-Series - Data Logger Management Program [P.No.06134] = O X
Data View(Interval Trend}
¢ Table (= Graph Print © | Expot | Summary | Retum | %,j%
Mﬂ Data Browse (iv05105602_----------e-—-- ) - Interval Trend Te Lnl1 ;[y Download.
54 - 18.0 u
- o I t
48 - 16.0 _ Information
424 14.C i
H - 12.0
Data
30 - 10.0
244 ———— o 8.0 ﬁ
. Last Calioration
184 - 6.0 e s
124 - 4.0 %T
2 L 2.0 Set
0 0.0
07/0510:56:12 07/05 10:56:32 07/05 10:56:52 07/05 10:57:32 ﬂ
ppm Sampling Date/Time: 05-Jul-19 10:56:12 to 05-Jul-19 10:57:32 C Exit
[V CO(2000ppm v Temperature
Zoom [4 -] [~ Event [~ Cursor

The printer selection window appears. Select the desired printer and click the “OK” button.

Printer List

Printer Microsoft Print to PDF v
0K Cancel |

Click the “OK” button to begin printing.
Click the “Cancel” button to return to the Data View screen without printing.
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Sample printout (graph print)

Sample printout (table print)

04-Series Data Logger (Interval Trend)

Fraperty

Mame

Gas(FurScale}
Avg

Mix
Mix Dt T

ahee

V05 IIB60E
T

2208 1:43:52 FM

2019 10:57:36 AM

Temperature

Fraperty

Mame

Mz

Samping DaterTime

Intrenl Tirrs

GaslFulScal)
vy

04-5eries Data Logger ({Interval Trend)

e
DS I0BE0Z -

CO00ppm)
20 ppn

50
0TS 105502

TESE019 10-86:02 AM ta )

019 10:87:36 AM

Temperabure

222018 1:44:18 FM

fe - M Dt v —
Min Diata T e Min -
Warning — h -
Aam — 25 e .
AlarmH — 50 poen o)
STEL 50 peen —
A — 200 pem —
28 ppm —
o Daterfime CO[Z000pRm)
it Browsia (05105602 _ 1~ Intarval Trand T 0T 0503 AW ALARMH =
2 ALARM —
3 WARMING —_ —
" SALAEM H
] -ALAEM
] VE2010 105612 AM a3 ppm — 1564
7 HZ018 WSS AM  CWARNING —_— —_—
L] TES2010 1ESE15AM  MORMAL — —_—
8 2010 115510 AM  WARMING —_ —_
10 2010 105622 AM 24 pprn e 1564
" 010 ISEE5AM  WARNING —_ —_
12 /2010 IHSEZEAM  MORMAL — —_
13 2010 ALEEI1AM WARMING = —_
4 5552 AM 24 ppen — 1564
15 TEEIDIESEIIAM  WARNING —_ —
16 TISZ019 105633 AN m—— —
1T TS0 SEAZ AN 23 ppm -
10 00 A AN 24 ppem
19 TNEOIE IESEES AN WARMING
ol TS0 MESTOAM WARNING —_ —_—
Fil TS2018 1ESTO1 AM  MORMAL —
&2 FEE2010 ST A2 AN 24y -
23 TS2010 10STATAM  WARNING —_ —_
M7 = —_
25 7 — —
E —
R —
E —
23 TSI2019IDST2EAM  Faiidir) )
TS 110:56:12 07105 10:56:32 G705 10-56:52 OTAI5 105732 30 TS0 0STEZAM 24 ppemn —

Sampling Cabe/Tims: 05-Jul-19 10:56:12 1o 05-Jul-19 10:57:82

Sample printout (calibration history)

Sample printout (alarm events)

04-Series Data Logger (Calibration History)

Fraperty

Serial Na.
Station 1D
Usar (D

Last Dorwminad

PIS201H 13725 PM

IR 1:44:34 FM

Usar 1D

N DateTime
1 TINZ019 10254019 AMGas
Beform

After
2 T8 105204 AMGar

ch
CO[000npm)

COEippm)
B ppm

Propsy

Serinl N,
Satian 1D

Last Dowedosd

D4-5eries Data Logger (Alarm Event)

Vilug

DataTima Gas

TIPAIE019 53521 P COE000apm)

Fiel COj2000apm)
FrRAZ01E 5:33: 56 P CO20000pm)
Fraackyi9 5:49: 16 P COE00apm)
FrRAGDE 5:02:56 P CO[20000pm)
2413010 53259 P CO[Z0000pm )
TIRAGD 532,49 PR CO[2000;
TrRAED 53244 PR CO000,

Fr2azg
Trzamana
Fr2aidn9 5:30:52 P CO[20G0ppm)
TIRAGD 5:30, 23 PR CO2000;
TA2ACI0D 530, 19 P CO[I000;
TIRAGR 530,17 PRl CO[2000;

TI2AZ0TS 5:26:01 FM CO[Z000sam)
2472019 5:27:43 PW COZ000spm )
TrRAM01E 5:26:42 PM CO[ZD00mpM )
Fr2Ai2019 5:26: 28 Fid CO[Z000ppm)
TrOAIIND 5:25.54 PR CO2000;

77242019 5:25: 12 PM CO[Z000pHM)
7242019 5.25.05 PM CO[Z000aAM)
5:00 PM CO[Z000pam)

FIAGI0ND 20375 FR

WARNNG
WARNMG
WARNMG
WARNBG
WARNMG
WARNING
WARNME
WARNING
WARNG
WARNNE
WARNING
WARNING
WARNING
WARNNG
WARNNG
WARNNG
WARNNG
WARNNG
WARNNG
WARNING
WARNING
WARNING
WARNRG
WARNRG
WARNNE
WARNNG
WARNNG
WARNING
WARNNG
WARNNG
WARNING
WARNNG
WARNNG
WARNING
WARNING
WARNING
WARNRG
WARNNG
WARNRG
WARNING
WARNNG
WARNNG
WARNNG
WARNING
WARNNE
WARNING
WARNNG
WARNING
WARNING
WARNING
WARNRG
WARNRG
WARNNE
WARNING
WARNNG
WARNING

Evant

22018 1:88:61 PM

291749




Operating Procedures Operating Procedures

Sample printout (trouble events) Sample printout (bump tests)

04-Series Data Logger (Bump Test) 2172018 2:22:43 FM

04-Series Data Logger (Trouble Event) BIHIH1R 1:45:13 FM

Printer setup precautions

(D The detailed printer settings vary depending on the printer used. Refer to the printer instruction manual.

@ This program does not allow the print area to be specified when printing. This means it is not possible to
select and print only a certain part of the data view.

@ The setting for the number of copies can be edited only on printers that allow this.

Changes in the settings made here will also apply to other applications subsequently used. (For example, if two
copies were set here, two copies may also be printed out when using other applications.)

When printing from other applications after changing the printer settings for this program, check the print
settings for that application before printing.

30/49




Operating Procedures

Operating Procedures

® Saving to file

® Save 1. Click the “Save” button on the screen.
B savens =
4 <« Roaming » [4-Series v O Search 04-Series L
Organize « Mew folder H=Siiw 0
Fa
i Mame Date modified Type
7 Quick access
Data 8/2/2019 1:09 PM File folder
[l Desktop
; Downloads

Iﬂ Documents

&= Pictures
inst

J‘a Music

B Videos

@ OneDrive

I T haild

File name: | Sample.csv

Save as type: | Comma csv (*.csv)

» Hide Folders Cancel

Specify the destination and file name, then click the “Save” button to save the data.
Click the “Cancel” button to cancel saving.

CAUTION: If a table is displayed, the table contents will be saved in CSV format.
If a graph is displayed, the graph will be saved in bitmap format.
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@ To view data summary at the same time
® Summary display | 1. Click the “Summary” button at the top of the screen.

u (04-Series - Data Logger Management Program [P.No.06134] [m] X
- Data View(Interval Trend)
(¢ Table (" Graph [ EventOnly [ Condensed Print | Export
Propery Value %%
Name 05105602_-
Sampling Date/Time 7/5/2019 10:56:02 AW to 7/5/2019 10:57:36 AM Download
Serial No. e P
Station ID
UserID
Data Count 30
Interval Time (sec) 10 Instrument
Gas(FullScale) CO(2000ppm) ——) Temperature Information
Avg 20 ppm —_— i
Max 50 pp — T
Max Date/Time 07/05 10:56:0 — #xran v [:l
No DateTime [ A summary is —=) | Temperature A
1 7520191056:034  displayed. — — Data
2 |7/52019 10:56:03 A — —
3 |7m2019 10:56:03AM INARNINGI — —
4 |7/52019 10:56:07 AWM FALARMHEI — — =
5 |7/52019 10:56:07 AM _ — — .
6 |7/52019 10:56:12AM 43 ppm — 15.6 <C
7 |7E2019 10:56:15 A0 ENARNINCIIN — — Last Calibration
8 |7/m2019 10:56:15A0 |NORMAD — — D
9 |7/52019 10:56:19 AW _ —_ —_
10 | 7/512019 10:56:22 AW 24 ppm — 15.6 C ﬁ"i‘
11 |752019 10:56:25 A SNERNINGIN —_ —_
12 | 7552019 10:56:25 AM [NORMAE — —
13 |7/5/2019 10:56:31 AM _ — — Set
14 | 7/5/2019 10:56:32 AW 24 ppm — 15.6 <C
15 |7/52019 10:56:33 A0 NARNNGI — —
16 |7/5/2019 10:56:33AM [NORMADN — — i
17 | 7/512019 10:56:42 AM 23 ppm — 15.6 <C
18 |7/5/2019 10:56:52AM 24 ppm —_ 15.6 <«C _
19 |7/52019 10:56:55 A0 [INARNNGIY — — =
20 |7/512019 10:57:01 AN ENARNINGIN — —
21 |7/5201910:57:01AM [NORMAL —_ —
22 |7/512019 10:57:02AM 24 ppm —_ 15.6<C
n9 | 7Emn40 4n-£7-07 An TINSRIRTAN—— Y
< >

Clicking the “Summary” button while the summary is displayed hides the summary display.
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() Table details

@ Event colors The concentration display cells for each gas in the table have different colored
backgrounds based on the type of event that occurred.

CO(2000ppm)
Identified by background

43 ppm

k

24 ppm

24 ppm
Fail . Gray Fault
Warning : Orange 1st alarm
Alarm . Red 2nd alarm
AlarmH : Magenta 3rd alarm
STEL : Pink STEL alarm
TWA : Bright purple TWA alarm
Sk Olive green  Individual alarm reset
Normal : Dark green All alarm reset
Over : Bright red Full-scale over
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® Graph details

® Cursor

1. Select the “Cursor” checkbox to display the cursor on the graph.

Operating Procedures

ﬁ (04-Series - Data Logger Management Program [P.No.06134] = m} X
Data View(Interval Trend) 1
(" Tzble & Graph Pint | Ewport | Summary | Return | SR
C( Data Browse (iv05105602_-—--———--——-) - Interval Trend Temp. Downlaad
60 BRMAWBARNING  -NARNAL ASNARMAL SNNG -NARMAL WASRNINSIARA =smA 20.0
Y ¥ K3 vy ¥ Y v v R
54 o 0
48 - 16.0 Information
429 - 14.0 s
. [
Data
il + 100
Cursor
244 ===dp 8.0
) Time |- Lasi Calibration
Gas
“|| concentration roAe ﬂT
|[07/05 10:56:42]
- CO:23 r 20 Set
Terp.: 15.6 Select.
0 0.0
07/05 10:56:12 07/05 10:56:32 07/0510:56:52 07/05 10:57:32 m
ppm Sampling Date/Time: 05-Jul-18 10:56:12 to 05 9 10:57:32 C
Exit
[V CO(2000pp [V Temperature
Zoom |4 5 |v Event v Cursor

Use the “—” and “—” keys to move the cursor left and right. Use the “1” and “|” keys to

move the time and concentration display up and down.

Hold down the “Shift” key at the same time for faster cursor/display movement.

CAUTION: The cursor cannot be moved if a window for another program is opened and

the focus is not currently on the graph area. In this case, the cursor appears as

a broken line. To return the focus, click anywhere within the graph area.

u (04-Series - Data Logger Management Program [P.No.06134] = m} X
Data View(Interval Trend) |
(" Tzble @& Graph Pint |  Esport Summary Return | %,%
(o) Data Browse (iv05105602 -—----——-—--—-.) - Interval Trend Temp Download
60— _— —— ASNARMAL g A NARMALS  WARNINEAEA MR 20.0
Y Y v vy ! ¥ Y Y v K}
544 + + 0
Iy ; - 16.0 Information
a2} i| Cursor shown as broken line when L o o
‘ i | notfocused J
364 1 - 12.0
Data
304 v F 10.0
2 R
244 ——— e 8.0 .
: 60 Last Calibration
14 6. jimsmilaliilattild
- i L 40 Pi'\
\[07405 10:56:42)
& C0:23 F2.0 Set
iTemp. : 15.6
0 4 0.0
07/05 10:56:12 07/05 10:56:32 07/0510:56:52 07105 10:57:32 ﬂ
ppm Sampling Date/Time: 05-Jul-19 10:56:12 to 05-Jul-19 10:57:32 C
Exit
[V CO(2000pp [V Temperature
Zoom |4 iy |v Event v Cursor
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3-5. Last Calibration screen

This checks for calibration expiration for previously downloaded main unit data. Bump tests are also displayed in
the same way.

B 04-Series - Data Lo| © Selecting display | p.No.05134] ) ) - O X
details @ Sending to printer
L 7 e T _ .
- Last Calibration ~J
& Need Calibration (" Calibration Date (" Calibration Record Print |

--------------- , 8/2/12019 1

@ Deleting data
® Changing password

- Last Bump Test
(¢ Need Bump Test " Bump Test Date " Bump Test Record

Click this button.

U_ID_001 ‘S_ID_OO‘I 1172018 8/1/2019 4

Bump test information

CAUTION: The table details are read-only and cannot be edited.
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@ Selecting display details

® Expired data 1. Click the “Need Calibration” radio button.
-Last Calibration ll .
& Need Calibration = Click- |~ calibration Record print___|
No. |SerialNo |UserD |StationlD |CO Last Downl

U_ID_001 |S_ID_001 [1/1/2018

Displays expired calibrations for previously connected 04 Series main units (for which
device information data was downloaded).

@ List display 1. Click the “Calibration Date” radio button.

Last Calibration
¢~ Need Calibration

No.

UserlD StationiD | CO
U_ID_001 |S_ID_001 |1/1/2018

Last Downl

¢~ Calibration Record Print |‘

Lists data for previously connected 04 Series main units. (Only the most recent data is
listed for units with the same serial number, user ID, and station ID.)

@ Detailed display 1. Click the “Calibration Record” radio button.
Last Calibration

¢~ Need Calibration (" Calibration Date Print
No. |SerialNo UserlD StationlD Gas Before After ACal. Cal.Due(Da
1/—————U_ID_001 S_ID_001 CO 0 0 50

Displays data for previously connected 04 Series main units in the same format as the
Instrument Information screen.

For more information on display contents: — Refer to “(3) Calibration history information”
in “3-2. Instrument Information screen”.
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@ Sending to printer

® Print You can print the most recent calibration dates by clicking “Print” after selecting the “Need
Calibration” or “Calibration Date” radio button.
The printer selection window appears. Select the desired printer and click the “OK” button.

Printer List

Printer Microzoft Print ta POF

(0] 4 Cancel

04-Series Data Logger (Last Calibration) 81212019 1:56:51 PM

M. SerialNo UserlD StationID co Last Downlead
D —— U_ID_001 5_ID_001 R 80202018 1:21:06 PM
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@ Deleting data

® Delete 1. Right-click on the data to delete.
~Last Calibration
& Need Calibration ¢ Calibration Date ¢ Calibration Record

Last Downl
|8/212019 1:

CAUTION: Only data shown in the “Need Calibration” and “Calibration Date” displays can
be deleted.
Data cannot be deleted in the “Calibration Record” display.

@ Password input 1. Clicking the “Delete” button displays a password entry dialog. Enter the password, then
click the “Continue” button.

= Password X
Please input password.

Continue Change Password

CAUTION: Clicking the “Continue” button without entering a password will cancel the
deletion.

2. The following message will appear when you enter the correct password and click the
“Continue” button:

Delete History

o
Iy . -
l@l Delete History : SerialNo=---------------nn---

1w |

Click the “Yes” button to delete the data.
Click the “No” button to cancel data deletion.

CAUTION: The default password immediately after installation is “Riken” (not case
sensitive). To learn how to change the password, refer to “3-5. @ Changing
password”.
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@ Changing password

® Password input 1. Open the password dialog in the same way as for data deletion, then click the “Change
Password” button.

=@ Password pod
Input current password.

| Continue Current password

2. Enter the correct password, then click the “Current password” button. The following
message appears:

o Password pd
Input new password.

Continue Mew Password

3. Enter the new password here, then click the “New Password” button.

4. The password dialog will appear once again. Enter the same (new) password, then
click the “New Password” button.

Change password >

|0I Change new password,

OK

Lastly, click “OK” to update to the new password.

CAUTION: The default password immediately after installation is “Riken” (not case
sensitive).
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3-6. Set screen

This screen is used to configure screen display settings and main unit status settings.

B 04-Series - Data Logger Management Program [P.No.06134] = O X
- Set
- FontAnd Color —04-Series Status %
Serial No. (20 Characters) I.— o Changing main unit
Station ID (16 Characters) |SD_501 status __Download |
User ID (16 Characters) |UD_701 / L]
Arial(9) | Interval Trend Time (Sec) |300 ¥. I
Instrument
— Information
— PC Date/Time | 11/21/2019 3:18:37 PM
~ i ime | 11/21/2019 4:20:26 PM : I
® Setting font and graph
colors Dats
Detail Settings | ;
Automatic start after v
successful bump test
k Last Calibration
Automatic start after . =
successful calibration @ Setting time
Update | Date/Time Set | Set
‘\ ] h
Sensor
Gas Waming | rm | AamH | STEL | TWA | Auo i
H2S(200.0ppm) 1.0 { 10.0 50 1.0
—= - - Exit
® Update notification to the Click this button.
04 Series main unit

CAUTION: Data that has been set or changed must be sent to the 04 Series main unit by clicking the “Update”
button.

CAUTION: Font settings will be applied from the next time the program is started.
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(@ Setting font and graph colors

@ Change font 1. Click the font button.
—FontAnd Color

Set the desired font in the font setting dialog that appears.

CAUTION: The screen display may be hard to read if you use an excessively large font.
Changes made here will be applied from the next time the program is started.

@ Change graph The display colors for each gas on the graph can be changed.
color 1. Click the “Graph Color” button for a gas.
—FontAnd Color

Arial(9) |

Select the desired color in the color selection dialog that appears.
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@ Edit station ID and
user ID lists

1. The station ID and user ID lists can be edited.

Click “Detail Settings”.

Set

FontAnd Color D4-Series Stalus

e

Serial No. (20 Characters) |

Station ID (16 Characters) [sp_s01

Download

UserID (16 Characters) IUD_7D1

Interval Trend Time (Sec) [300 =]

Anlal(9)
| GraphColor |

[ Station List
[l sD 501 ~
2|sD_502
3/sD_s03
4/8D_504
5/SD_805
6/SD_506
7/sD_s07
8/sp_s08

1 9/9D_s09

10/SD_510

= 11|SD_EM1

12|8D_s12

13|SD_513
14/SD_514
15/SD_515

16/SD_816
17/8D_517

18/8D_518

Detail Sattings

Gas Warning
H25(200.0ppm} 10
i)

19/SD_510 ,

Export
csvfile

Import
cevfile

(Leftspace 0) OK |

Ledled

Instrument
Infermation

User List

il Lo 701 >

2|uD_702
3|uD_702
4|UD_704
5 UD_705
6/UD_708

| 7|up_7o7

g|uD_708
9|UD_709
10/UD_710
11)uD_711
12|uD_712
13| UD_713
14|UD_714
15/UD_715
16| UD_716
17|uD_717
18/UD_718
10|UD_719 <

Expoit |
csvfile |

Impot |
csvfile

Cancel

An edit dialog appears. The station list can contain up to 128 entries.
You can use up to 16 alphanumerical characters, including the space, hyphen, and slash

symbols.

Export csv filel: Outputs to a file. Creates a text file containing the number and data

entries.

Import csv filef: Imports from a text file containing number and data entries. The
background color will appear in red for entries with unsupported characters or too many

characters.

*[OKlis disabled if any entries have a red background.

04-Series - Data Logger Management Program X

{m) Improper data found ( Station List )

OK
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@ Changing main unit status

® Edit 1. Edit data in the status area as required.
04-Series Status

Serial Mo. (20 Characters) |

Station 1D (16 Characters) |SD_SU‘I

Ledle]

User D (16 Characters) |UD_?U1
Interval Trend Time (Sec) (300 -

PC DateTime | 11/21/2019 3:18:37 PM
D4-Series Date/Time | 11/21/2019 4:20:26 PM
Automatic start after v

successful bump test

Automatic start after v
successful calibration

Update DatefTime Set |

You can edit details for “Serial No.” (up to 20 digits).
Select from the pull-down list to edit “Interval Trend Time”, “Station ID”, and “User ID”.

Enable or disable “Automatic start after successful bump test” and “Automatic start after
successful calibration”.

Click the “Date/Time Set” button to synchronize the PC time (“PC Date/Time”) with the 04

Series main unit internal clock (“04 Series Date/Time”).

CAUTION: Dates and times cannot be entered directly into the date/time boxes.

CAUTION: Apart from clock setting, changing the status data here alone will not update
the same data in the 04 Series main unit. Be sure to click “Update” to update
the changes in the main unit.

@ Update notification to the 04 Series main unit

® Update notification | 1. Click the “Update” button after making changes.
Update

lel Update Ready?

Yes Mo

Click the “Yes” button to transfer and save the changes to the 04 Series main unit.
Click the “No” button to cancel update notification.

CAUTION: Once changed, details cannot be restored. If update notification has not yet
been made, you can restore the main unit information by clicking the
“Instrument Information” button on the “Download” screen to download the
device information data.
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4. Data Maintenance

Depending on how the program is used—for example, if data is read in several times a day—the number of data
samples may increase resulting in longer data search times. Unforeseen problems with the PC may also lead to
loss of valuable data.

We recommend backing up data periodically to protect against such circumstances.

4-1. Data storage configuration details

Data is stored in the installed 04-Series program folder.

1) File name : GP04.mdb
File type : Microsoft JET 3.6 database file

2) Filename : Data
File type : Folder. Individual trend data files are saved to individual year and month folders.

4-2. Backing up

Depending on the system configuration, we recommend copying data to a separate hard disk drive or external
auxiliary storage device (for example, MO or CD-R).

When restoring data, copy the data to the location to which the 04-Series executable file is saved. This will allow
data to be searched and viewed when the program is started.
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5. Usage Precautions
Note the following precautions when using this program:

® Confirm that the 04 Series is in a suitable location for receiving data. Normal communication is not possible if it
is not in a suitable location.

@ Avoid using similar functions on other applications at the same time when data is being received. (For example,
using infrared communication with other applications while data is being received)

® Do not force-quit this program. (For example, using the Ctrl + Alt + Del operation) The program shutdown
processing saves configuration parameters for the next time the program starts. Force-quitting the program may

cause problems the next time the program starts.

@ Do not directly rewrite data files.
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Troubleshooting

6. Troubleshooting

Symptoms

Cause

Corrective action

Communication is not
possible.

The main unitis notin a
suitable location. Obstacles are
in the way.

Reposition the main unit.

Other devices using infrared are
present.

Turn off the other devices or take other
measures to prevent interference.

An error occurs during
communication.

Disturbance light is present.

Remove any other devices that use infrared.

The 04 Series main unit moved
during communication.

Make sure the main unit does not move during
communication.

The communication data is
erroneous.

Disturbance light is present.

Remove any other devices that use infrared.

If the problems persist even after taking the action described here, please contact Riken Keiki.
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7. IrDA Specifications

7-1. Infrared communication

Infrared communication (IrDA protocol) is used for communicating with the main unit.
Check to confirm the PC being used supports infrared communication.

Ensure a direct line of sight between the PC communication port and the infrared communication port on the main
unit. Remove any other sources of light interference.

CAUTION: This program can communicate with the 04 Series main unit only in environments that support IrDA.
Check to confirm that the PC being used has a built-in IrDA device that is currently available.
A commercially available IrDA USB adapter is required if you use a PC that lacks a built-in IrDA device
(for example, most desktop PCs and some laptop PCs).
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File Organization

8. File Organization

Details of the files present when the program is installed and the files present during operation are provided below.

8-1. Current directory immediately after installation

File name Details

GP04.exe 04 Series program

RkIrDA11.0cx Infrared communication component
Filemove.avi Animation file used during data reception

8-2. Current directory during operation

File name Details

GP04.exe 04 Series program

RkIrDA11.0cx Infrared communication component

Filemove.avi Animation file used during data reception

GPO4.ini 04 Series initial setup file

GPO04.dat Data downloading file

GP04.mdb Database file (Microsoft Jet 3.6 database)

Data Directory for saving trend data files

Serial.log Record of communication port details since the program was started (for
investigation/maintenance use)

CAUTION: The files and directories listed below the double line are created after the program is started.
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9. Software Function Specifications

Product name
(Program name)

04 Series data logger management program

Product model SW-04

Executable file name | GP04.EXE

Compatible operating | Microsoft Corporation

systems Windows 7
Windows 8
Windows 10

Program size

Main program approx. 3 MB; libraries approx. 5.2 MB
(Uses up to 40 MB of hard disk space during installation.)

Communication with
main unit

Infrared (IrDA 1.1 protocol) compliant method
Standard communication settings

Baud rate: 115200 bps (upper limit)
Data bits: 8 bits

Stop bit: 1 bit

Parity: Even

Transmission time

Max. approx. 3 minutes (for maximum number of data samples and standard
communication settings)

Medium

CD-ROM x1

Package contents

Operating manual (this document)
Product warranty registration card
User license agreement
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